
CONNECT WITH PICO   41 

BATTERY TERMINALS 
BATTERY TERMINALS ARE CONSTRUCTED OF 131 CONTACT COPPER TO PROVIDE HIGH CONDUCTIVITY THE RAISED CHARACTERS ENSURE LEGIBILITY OF IMPORTANT INFORMATION REGARDING 
CABLE SIZE, POST TYPE & DIE CODE SETTINGS   ROHS COMPLIANT 

WIRE DIE  CODE UNIVERSAL  NEGATIVE POSITIVE POST TOP STRAIGHT   

 
4 GA 

1+2 GA  
1/0 
2/0  
3/0  
4/0  

 
GREEN J-H 
PINK H-H 

BLACK E-A 
ORANGE A-C 
PURPLE A-B 
YELLOW A-A  

1 PC 
5202-11 

 

5 PC 
5202-34 

 

1 PC 
5203-11 
5207-11 
5209-11 
5211-11 
5213-11 
5215-11 

5 PC 
5203-PK 
5207-PK 
5209-PK 
5211-PK 
5213-PK 
5215-PK  

1 PC 
5204-11 
5208-11 
5210-11  
5212-11 
5214-11 
5216-11 

5 PC 
5204-PK 
5208-PK 
5210-PK  
5212-PK 
5214-PK 
5216-PK  

WIRE DIE  CODE NEGATIVE RIGHT POSITIVE RIGHT NEGATIVE LEFT POSITIVE LEFT POST TOP RIGHT/LEFT ELBOW  

 
2/0  
3/0  
4/0  

 
ORANGE A-C 
PURPLE A-B 
YELLOW A-A  

1 PC 
5241-11 
5243-11 
5245-11 

5 PC 
5241-PK 
5243-PK 
5245-34 

1 PC 
5242-11 
5244-11 
5246-11 

5 PC 
5242-PK 
5244-PK 
5246-34 

1 PC 

5251-11 
5253-11 
5255-11 

5 PC 

5251-PK 
5253-34 
5255-34 

1 PC 

5252-11 
5254-11 
5256-11 

5 PC 

5252-PK 
5254-34 
5256-34  

WIRE DIE  CODE NEGATIVE  POSITIVE  POST TOP RIGHT ANGLE FLAG 

 
1/0 
2/0  
3/0  
4/0  

 
BLACK E-A 

ORANGE A-C 
PURPLE A-B 
YELLOW A-A  

1 PC 

5229-11 
5231-11 
5233-11 
5235-11 

5 PC 

5229-PK 
5231-PK 
5233-PK 
5235-PK 

 1 PC 

5230-11 
5232-11 
5234-11 
5236-11 

5 PC 

5230-PK 
5232-PK 
5234-PK 
5236-PK 

  

 

STUD TOP/SIDE MOUNT STRAIGHT STUD TOP/SIDE MOUNT DOUBLE SPLICE 

WIRE DIE  CODE UNIVERSAL   

 

WIRE DIE  CODE UNIVERSAL  

 

 
4 GA 

1+2 GA  
1/0 
2/0  
3/0  
4/0  

 
GREEN J-H 
PINK H-H 

BLACK E-A 
ORANGE A-C 
PURPLE A-B 
YELLOW A-A  

1 PC 

5262-11 
5267-11 
5269-11 
5271-11 
5273-11 
5275-11 

5 PC 

5262-PK 
5267-PK 
5269-PK 
5271-PK 
5273-PK 
5275-34 

 
1/0 
2/0  
3/0  
4/0  

 
BLACK E-A 

ORANGE A-C 
PURPLE A-B 
YELLOW A-A 

1 PC 

5289-11 
5291-11 
5293-11 
5295-11 

5 PC 

5289-PK 
5291-PK 
5293-34 
5295-34 

HEAVY DUTY STACKABLE 3/8” BATTERY TERMINALS 2/0 BATTERY TERMINALS W/ACCESSORY CAPABILITY 

 SINGLE BARREL  DOUBLE BARREL  

 

 

 
RIGHT ANGLE (FLAG)  ORANGE  A-C  

 
PICO #   5248-11  

 
POST TOP POSITIVE  

ORANGE  A-C  
 

PICO #   5249-11    

 
UNIVERSAL SINGLE STUD 
SIDE MNT ORANGE A-C  

 
PICO # 5250-11   

WIRE AWG 

4 
1-2 
1/0 
2/0 
3/0 
4/0 

1 PC 

3804-11 
3801-11 
3810-11 
3820-11 
3830-11 
3840-11 

5 PC 

3804-34 
3801-34 
3810-34 
3820-34 
3830-34 
3840-34 

1 PC 

 
 

3811-11   
3821-11 
3831-11 
3841-11 

5 PC 

 
 

3811-34   
3821-34 
3831-34 
3841-34 

SOLDER PELLETS 
COLOUR CODED PRE-MEASURED SOLDER PELLETS FOR FAST, 
CONVIENIENT SOLDERNG OF BATTERY LUGS & TERMINALS   

SOLDER & SEAL BATTERY TERMINAL KITS 
EACH KIT COMES COMPLETE WITH BATTERY TERMINAL-SOLDER PELLET & 1.5” SHRINK TUBE 

WIRE SIZE /COLOUR 
CODE 

4 GA- GREY 
2 GA -GREEN 
1 GA - PINK 
1/0 -BLACK 

2/0 -ORANGE 
3/0- PURPLE 
4/0 -YELLOW 

10 PC 
 

6160-14 
6161-14 
6162-14 
6163-14 
6164-14 
6165-14 
6166-14 

 

 

 

WIRE NEGATIVE POSITIVE  

 
BEFORE 

 
AFTER 

4 
1-2 
1/0 
2/0 
3/0 
4/0 

7203-91  
7207-91  
7209-91  
7211-91  
7213-91  
7215-91  

7204-91  
7208-91  
7210-91  
7212-91  
7214-91  
7216-91  

COMPRESSION BATTERY TERMINALS 
MADE OF CAST COPPER, TIN PLATED FOR ADDED CONDUCTIVITY & TO RESIST CORROSION COLOUR CODING TO MAKE IDENTIFICATION EASY  ROHS COMPLIANT 

WIRE  AWG                 
 6              
 4              

1-2            
1/0            
2/0            
3/0            
4/0            

1 PC                

701-BP   
702-BP 
703-BP     
704-BP   
705-BP   
706-BP   
707-BP                                             

5 PC                

701-PK 
702-PK 
703-PK 
704-PK 
705-PK 
706-PK 
707-PK   

WIRE  AWG                 
 6              
 4              

1-2            
1/0            
2/0            
3/0            
4/0            

1 PC                

711-BP    
712-BP 
713-BP 
714-BP 
715-BP 
716-BP 
717-BP      

5 PC                

711-PK 
712-PK 
713-PK 
714-PK 
715-PK 
716-PK 
717-PK 

 

ASSEMBLE WITH COMMON HAND 
TOOLS.  STRIP 7/8” OF INSULATION 
FROM END OF CABLE.  INSERT BARE 
WIRE INTO THE COMPRESSION NUT.  
THREAD TERMINAL ON COMPRESSION 
NUT.  GRIP COMPRESSION NUT WITH 
WRENCH & TURN THE TERMINAL 
UNTIL THE COMPRESSION NUT SEALS 
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BATTERY TERMINALS 
EACH BATTERY TERMINAL COMES WITH A NUT AND BOLT (WHERE APPLICABLE) GIVING TIGHT CONNECTIONS TO BATTERY POST FOR SOLID ELECTRICAL CONTACT TERMINALS FIT BOTH POSITIVE 
AND NEGATIVE POSTS, UNLESS NOTED:   P”  = POSITIVE AND “N” = NEGATIVE 

UNIVERSAL TERMINALS   
FIT NEGATIVE & POSITIVE POSTS. BOLT LOCKS FIRMLY FROM LEFT TO RIGHT SIDE  LEAD ALLOY.  HOLDS CABLE OR STRAP. REMOVABLE PLATE FOR EASY ASSEMBLY     

 

6-2/0 HEAVY DUTY  
 
880-11 1 PC 

880-BP 2 PC  
880-PK 5 PC 

880-34  10 PC 

880-C    100 PC  

1ð4/0 HD COMMERCIAL        
  
880HD-BP 1 PC 

880HD-PK  5 PC 

880HD-34   7 PC 

880HD-C    100 PC 
 

6-2/0 HD  REPLACEMENT 
SIDE TERMINAL                                     
  
880ST-11 1 PC 

880ST-BP 2 PC 

880ST-PK 5 PC 

880ST-34  7 PC 

880ST-C   100 PC 

 

6-2/0 EXPOXY TOP POST       
  
880E-12  1 PAIR 
880EN-11 NEGATIVE  
880EP-11  POSITIVE  

 

2-4/0 TOP POST 3 WAY LEAD  
 
  
880M-12  1 PAIR 

880MN-11    NEGATIVE 
880MP-11    POSITIVE    

LEAD FREE TERMINAL 
ZINC PLATED COPPER  
ACCEPTS 6 & 8 GA CABLE  
 
886-11 

BRIGHT TOOLED BRASS BRIGHT TOOLED BRASS WITH ACCESSORY CAPABILITY 

 

6-1 GA  
 
  
890N-11 NEGATIVE  
890P-11 POSITIVE  

1/0-3/0  
 

  
892N-11 NEGATIVE  
892P-11 POSITIVE 

 

6-1 GA  
 
  
891N-11 NEGATIVE  
891P-11 POSITIVE  

1/0-3/0  
 
  
893N-11 NEGATIVE  
893P-11 POSITIVE  

MARINE TERMINALS WITH WING NUT CLAMP TYPE WING NUT TERMINAL CONVERTS STANDARD POST BATTERY TO MARINE OR OTHER SPECIAL USES      

 

BRASS ð LEAD PLATED 
 

889-PR   1 PAIR 
 
5/16” NEGATIVE 
889N-11 1 PC   

889N-PK  5 PC   

 
 
 
 
3/8” POSITIVE  
889P-11 1 PC  
889P-PK 5 PC   

BRASS PLATED WING NUT    
 

898-PR   1 PAIR 
 
5/16” NEGATIVE 
898N-BP 1 PC   

898N-PK  5 PC   

LEAD ALLOY  

 
 
 
3/8” POSITIVE  
899P-BP 1 PC  
899P-PK 5 PC  

 

BRASS TERMINAL  
 
  
894N-11 5/16” NEGATIVE 
894P-11 3/8” POSITIVE 

 

 

EPOXY TERMINALS 
 
  
898E-12 1 PAIR 
 

 
5/16” NEGATIVE 

898EN-11  1 PC 

 
3/8” POSITIVE  
899EP-11 1 PC 

STRAIGHT BARREL                 CRIMP OR SOLDER    BRASS – LEAD PLATED SPLIT BARREL     SOLDER   BRASS – LEAD PLATED 

 

1 ð 1/0 UNIVERSAL 
  
884-11 1 PC 

884-PR 2 PC  
884-PK 5 PC   

  

2/0 ð 3/0 
 

885-PR   1 PAIR 
 
885N-11  1 PC  NEGATIVE 
885N-PK 5 PC  NEGATIVE

  
885P-11  1 PC  POSITIVE 
885P-PK 5 PC  POSITIVE 

 

2/0 ð 
  

888-PR  
 
1  PC 
888N-11  NEGATIVE 
888P-11  POSITIVE  

3/0 
 

1 PAIR 
 
5 PC 
888N-PK NEGATIVE 
888P-PK POSITIVE 

SIDE TERMINAL ADAPTER   CONVERTS POST TERMINAL  
BATTERY FOR USE WITH SIDE TERMINAL CABLES. LEAD ALLOY  

3/8ó STUD TO POST CONVERSION LEAD USED AS AN ADAPTER 
FOR GROUP HOOK-UP BATTERIES OR TO CONVERT STUD TYPE 
COMMERCIAL BATTERIES FOR USE WITH POST TYPE BATTERY 
CABLES.  

SIDE TERMINAL CHARGING POST  3/8” THREADED STUD TO 
SCREW INTO SIDE TERMINAL BATTERIES FOR EASY CHARGING 
WITH CONVENTIONAL CHARGING EQUIPMENT     

 

878-BP 1 PAIR 
  
1 PC 5 PC 
878N-BP 878N-PK  
878P-BP 878P-PK 

 

879F-BP 1 PAIR 
  
1 PC 5 PC 
879NF-11 879NF-PK  
879PF-11 879PF-PK 

 

879-BP 1 PAIR 
  
1 PC 5 PC 
879N-11 879N-PK
  
879P-11 879P-PK 
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BATTERY  BOLTS, ADAPTERS & ACCESSORIES  

   
   

MILITARY BATTERY POST 
ADAPTER 

 
        1 PC                   5 PC 
     881N-11        881N-34 

     881P-11        881P-34 

6-2/0 QUICK CONNECT 
TERMINAL TO DISCONNECT 

BATTERY REMOVE KNOB  
POS/NEG 

 
PICO # 882-11  

FLAG TO POST ADAPTER 
DESIGNED TO CONVERT MOST 

GROUP U-1 FLAG TERMINAL 
BATTERIES TO POST  

TERMINAL APPLICATIONS 
PICO # 883-11  

3/8” STUD LEAD SPACER 
ALLOWS MORE CABLE  

ADJUSTMENT  
USE WITH PICO 5298 

 
PICO # 876-11  

UNIVERSAL LEAD SHIM 
SLIP SHIMS OVER WORN 

POSTS  
  

PICO # 877-12  1 PAIR 
PICO # 877-34  5 PC 

UNIVERSAL HOLD DOWN STUD 
NUT STAINLESS STEEL  
GROUP 31 BATTERIES  

CLOSED TOP -3/8” STUD NUT 
PICO # 5296-11 1 PC 
PICO # 5296-PK 5 PC 

   
 

 

3/8” O.E. REPLACEMENT   
 

1 PC             
5297-11    
5298-11    
5299-11   

SIDE TERMINAL BOLT 
 

                                  5 PC 

OE SHORT            5297-PK    
OE LONG              5298-PK   
OE EXTRA  LONG   5299-PK     

 

TRUCK BATTERY SIDE  
TERMINAL ADAPTER /

ACCESSORY BOLT PROVIDES 
EXTRA POWER SITE FOR  

DOUBLE STACKED SIDE POST 
CABLES 

PICO #  6194-11 1 PC 

PICO #  6194-34 5 PC 

BRASS SIDE TERMINAL 
BATTERY ADAPTER -

ACCESSORY BOLT 
 

PICO #  6195-11 1 PC                      

PICO #  6195-34 5 PC            

BRASS TOP POST BATTERY 
ADAPTER - ACCESSORY BOLT 
5/16” X 18 X 1-1/2” 

 
PICO #  6196-11 1 PC                     

PICO #  6196-34 5 PC          

BRASS TOP POST BATTERY  
ADAPTER / ACCESSORY BOLT 
1/4” X 20 X 1-1/2”  FOR 

MOST IMPORTED  VEHICLES 

 
PICO #   6197-11 1 PC      

PICO #   6197-34 5 PC       

 

   

 

 

BATTERY NUT & BOLT  
5/16” X 18 X 1-1/4” 

 
PICO #  895-BP 2 PC                
             895-PK 25 PC 
             895-C   100 PC 

CHARGING CONNECTORS 
DESIGNED TO LINK SEVERAL BATTERIES  TOGETHER FOR 

CHARGING OR RECONDITIONING PURPOSES MADE WITH PVC 
INSULATION & TINNED TERMINAL ENDS 

 
PICO # 1576-11      15” PIN JUMPER 
PICO # 1577-11      15” CUP JUMPER  

WASHERS INHIBIT CORROSION 
PREVENTS ESCAPE OF ACID 
FUMES FROM BATTERY POST 

SEALS. 
 

  2 PC 100 PC 
868-12 868-36 

STEEL BRUSH EASY CLEANING 
ON:SIDE TERMINAL  

BATTERIES, TERMINAL CON-

NECTIONS, TOOLS,EQUIPMENT  
FITTINGS & SPARK PLUGS 

 
PICO # 9034-E  

COMPACT METAL BRUSH 
CONTAINS 2 WIRE BRUSHES 

FOR POST & TERMINAL 
CLEANING 

 
PICO # 9033-11 

HOLD DOWNS & TRAYS 

CROSSBAR ADJUST MOUNT  
6-7/8” WIDE  

 
PICO # 860-E 

 

UNIVERSAL HOLD DOWN 
PERIMETER 10-1/4”X 6-7/8” 

 
PICO # 861-E               

 

MADE WITH DURABLE RUST &  
CORROSION RESISTANT 
POLYPROPYLENE 
ROHS COMPLIANT 
  
865-E    11-1/2” X 8-1/2” 
866-E    14” X 7-7/8” 

 

GM STYLE BASE CLAMP 
UNIVERSAL END MOUNT 
BATTERIES 22F & SIDE MNT 
BATTERIES 22F & 24C 
 

PICO # 859-11 

 

ADAPTER BRACKETS & BOLTS 
TO REPLACE OE GENERAL 
MOTORS SIDE MOUNTED 
TRAYS  
 

PICO # 867-31 
 

USE WITH PICO 865 & 866 
 

PICO #  TYPE SIZE 
870-PR    J 6” X 1/4” 
871-PR    J     10” X 1/4” 
872-PR    L     10” X 1/4” 
873-PR    J     12” X 1/4”  
875-PR    J     12” X 5/16” 
ROHS COMPLIANT 

 
HEAVY TEMPERED STEEL 
BOLTS  WITH  WING NUTS FOR 
QUICK, EASY ASSEMBLY 
WASHERS ARE INCLUDED 

ADJUSTABLE & LOCKABLE FIBERGLASS REINFORCED POLYPROPYLENE IS RUST & CORROSION 
PROOF  NON CONDUCTIVE ELEIMINATES HOLD DOWN AS SOURCE OF SHORTS IDEAL FOR ALL 
APPLICATIONS-CARS,TRUCKS,BUS,MARINE & RECREATIONAL INSTALLATIONS 
 ROHS COMPLIANTIS  

POLYPROPYLENE BOX PROTECTS BATTERY IN MARINE & 
COMMERCIAL APPLICATIONS VENTED FOR SAFETY-INCLUDES 
ALL HARDWARE FOR INSTALLATION      ROHS COMPLIANT 
 

GROUP SIZE U1 10-1/2" X 7-3/8" X 9-1/4"     
730-31 1 PC      730-34  12 PC    

 
GROUP SIZE 24 11” X 6-3/4” X 8" 

731-31  1 PC           731-34  12 PC 
 

GROUP SIZE 27/31 13-5/8" X 7" X 8” 
732-31  1 PC           732-34    6 PC  

 

PICO # MINIMUM MAXIMUM BATTERY  
 LENGTH LENGTH TOP TYPE  
862-E    4” 6-1/8” OFFSET H/DOWN 
 
863-E 8-5/8” 14-3/4” FLUSH H/DOWN 
 
864-E 5-1/2”    9” OFFSET H/DOWN 
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BATTERY CABLES 

TOP POST 4 GA CABLES   4 GA W/LEAD  1 GA CABLES  6GA CHRYSLER 2/0 CABLES  

 
 

 

 

 

BLACK  
6200 0-BP 
6201 0-BP 
6202 0-BP 
6203 0-BP 
6204 0-BP 
6205 0-BP 
6206 0-BP 
6207 0-BP 
6208 0-BP 
6209 0-BP 
6210 0-BP 
6272 0-BP 
6278 0-BP 

LENGTH 

10” 
12” 
15” 
20” 
25” 
32” 
38” 
43” 
48” 
53” 
65” 
72” 
78” 

RED  
6200 5-BP 
6201 5-BP 
6202 5-BP 
6203 5-BP 
6204 5-BP 
6205 5-BP 
6206 5-BP 
6207 5-BP 
6208 5-BP 
6209 5-BP 
6210 5-BP 
6272 5-BP 
6278 5-BP 

RED  
6261-BP 
6258-BP 
6259-BP 
6260-BP  
6262-BP  
6263-11 

LENGTH 
12” 
24” 
32” 
48” 
65” 
78” 

BLACK  
6211 0-BP 
6212 0-BP 
6213 0-BP 
6214 0-BP 
6215 0-BP 
6216 0-BP 
6219 0-BP 
6217 0-BP 
6218 0-BP 
6220 0-BP 
6221 0-BP 

LENGTH 

12” 
16” 
20” 
27” 
34” 
41” 
48” 
58” 
64” 
72” 
78” 

RED  
6211 5-BP 
6212 5-BP 
6213 5-BP 
6214 5-BP 
6215 5-BP 
6216 5-BP 
6219 5-BP 
6217 5-BP 
6218 5-BP 
6220 5-BP 
6221 5-BP 

DUAL  
RED  

6251-BP 
6252-BP 
6253-BP 

LEAD 
LENGTH 

 38” 
  48” 
  58” 

BLACK  
6570-31  
6571-31  
6572-31  
6573-31  
6574-31  
6575-31 

 

LENGTH 
12” 
24” 
36” 
48” 
60” 
72” 

SIDE TERMINAL 4 GA  2 GA  SWITCH STARTER 4 GA   1 GA   

 

BLACK 
6226 0-11 
6227 0-11 
6230 0-11 
6231 0-11 
6232 0-11 
6233 0-11 
6234 0-11 
6235 0-11 
6236 0-11 
6228 0-11  

LENGTH 

15” 
20” 
25” 
30” 
35” 
40” 
45” 
50” 
55” 
65” 

RED 
6226-BP 
6227-BP 
6230-BP 
6231-BP 
6232-BP 
6233-BP 
6234-BP 
6235-BP 
6236-BP 
6228-BP  

BLACK 
6150-11 
6151-11 
6153-11 
6154-11 
6155-11 
6157-11 
6158-11 
6159-11 

 

LENGTH 
20” 
25” 
35” 
40” 
45” 
55” 
65” 
75” 

 

 

BLACK 
6410-11 
6237-0-BP 
6238-0-BP 
6242-0-11 
6239-0-BP 
6240-0-BP 
6241-0-BP 
6243-0-11 

 

LENGTH 
10” 
16” 
24” 
32” 
36” 
40” 
49” 
60” 

RED 
 
6237-5-BP 
6238-5-BP 
 
6239-5-BP 
6240-5-BP 
6241-5-BP 
6243-5-11 

BLACK 
6290-0-11 
6289-0-11 
6291-0-11 
6292-0-11 
6293-0-11 

LENGTH 
15” 
19” 
27” 
35” 
46” 

BATTERY TO BATTERY 4 GA   1 GA  2/0   2/0 FORD F SERIES DIESEL    

 

BLACK 
6248-BP               
6249-BP              
6250-BP 

LENGTH 
8” 
10” 
15” 

 

BLACK 
6244-BP 

 

LENGTH 
12” 

BLACK 
6247-31                                     

LENGTH 
12” 

 

6149-31 115”              
DESIGNED FOR A DUAL BATTERY 
SYSTEMS  FEATURES HEAVY DUTY LEAD 
DIE CAST TERMINAL ENDS, PROTECTIVE 
TERMINAL INSULATOR GUARDS & SELF 
EXTINGUISHING CABLE LOOM 

2/0 BATTERY JUMPER CABLES        OFFSET JUMPER  1 GA   2/0  

  

BLACK 
6307-31 
6314-31                         

LENGTH 
7” 
14” 

RED    
6308-31 
6315-31                                        

  

BLACK 
6138-31              
6139-31             
6140-31             

LENGTH 
8” 
12” 
15” 

BLACK 
6142-31             
6143-31            

OE STYLE QUICK CONNECT CABLE SPLICES 
FOR FAST CONVENIENT REPLACEMENT OF HARD TO REACH CABLES REPLACES CORRODED PORTION, NOT THE ENTIRE CABLE IDEAL FOR AUTOMOTIVE, TRUCK, FARM & INDUSTRIAL APPLICATIONS 

  
6185-11 

  
6186-11    

6184-11 

2/0 STUD BATTERY HARNESSES          

 

1 PC     

850N-31           
850P-31    
851N-31           
851P-31           
        
855N-E           
855P-E   
856N-E           
856P-E               

10 PC     

850N-34           
850P-34 
851N-34           
851P-34           
           
855N-34         
855P-34 
856N-34         
856P-34    

REGULAR STYLE                   CENTER TO  CENTER 

NEGATIVE TUBULAR LUG        8-1/2” 
POSITIVE TUBULAR LUG        8-1/2”  
NEGATIVE TUBULAR LUG          17” 
POSITIVE TUBULAR LUG          17”  
STACKABLE STYLE                    
NEGATIVE STACKABLE LUG        8-1/2” 
POSITIVE STACKABLE LUG        8-1/2” 
NEGATIVE STACKABLE LUG          17” 
POSITIVE STACKABLE LUG          17” 

MAKE YOUR OWN HARNESS SYSTEM WITH THE STUD 
BATTERY HARNESS  DESIGNED TO LINK GROUP 31 
BATTERIES IN SERIES & PARALLEL LAYOUTS   
MEETS OR EXCEEDS OEM QUALITY.   
PRE-ASSEMBLED HARNESSES SAVE TIME & COST OF 
BUILDING CABLES FROM COMPONENT PARTS 
CONNECT ARRAY TO YOUR EXISTING CABLES USE 
HEAVY DUTY BATTERY CABLES 

GROUND STRAPS 11 GA LUG TO LUG 4 GA LUG TO LUG 2 GA CLAMP TO LUG GROUND STRAP—BULK 

 

 
6170-11    
6171-11  

LENGTH 
8” 
20” 

 
6256-BP       
6257-BP      
6284-BP     

LENGTH 
9” 
12” 
24”   

 
6254-BP       
6255-BP      
6283-11       

LENGTH 
8” 
12” 
19” 

 

      

W X T 
5/8”X1/32” 
5/8”X1/32” 
7/8”X1/16”
7/8”X3/32” 

 
8070-24  
8070-26  
8071-24       
8072-24       

 
10GA-25’ 
10GA 100’ 
4GA-25’ 
2GA-25’ 


